®

MAX FRANK

Order form - distance tubes + sealing cones

This order sheet has been designed to document your project requirements quickly and efficiently.
Please send form to the below address and we will provide a quotation for your requirements:

MAX FRANK Group
www.maxfrank.com
info@maxfrank.com

Project name: ...

Site adress:
Site contact:

Tie bar diameter

@22 mm
= dist. tubes: 32 mm

@15 mm
= dist. tubes: 22 mm

@20 mm
= dist. tubes: 27 mm

Fibre concrete
distance tubes:

7

wall thickness

] [ [
g Wall thickness & /

design
distance tube distance tube / two concrete tube with
single section sections with coupler intermediate steel tube
(< 400 mm) (400 - 600 mm) (> 600 mm)
e number: .............. pc. number: ................ pc. number: ............... pc.
PIaStic - D D . D
Sealing cap cone 10 mm cone 30 mm cone 50 mm flat gaskets
(only for distance (only for distance (creates an exact

tube 22 mm) tube 22 mm concrete finish

Building physics

)
[

)
O O ‘.. B
\ 4
S A A

requirements @
soundproofing fire resistance F180 fire wall REI90 pressing water fair faced concrete
up to 5 bar
fibre concrete ||
poured concrete | |
Stressing slurry [ acid/alkali || saltwater [ | mineral Oil: ................ [ ] others: ... []
Design cone A [ ] ] @ 0+ ]
finishing > 5° C —
__ AN
| AN
glued: plug closing cone closing cone with plug back fill:  special mortar

Cone: design available in

fibre concrete

finisching < 5° C possible

for cone: A, B

(for increased fire

protection requirements)

for cone: C, D for cone: B, C, D

] [ [
[T

FB-Kombistop
for cone: A, B

FB-Easystop
for cone: A, B

FB-Aktivstop
for cone: A, B

plugged:

www.maxfrank.com


http://www.maxfrank.com
mailto:info%40maxfrank.com?subject=Quotation%20for%20MAX%20FRANK%20distance%20tubes%20/%20cones
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MAX FRANK

Order form - Sealing cones available in fibre concrete
for closing of tie holes

Mounting type

B O

.
°

flush recessed shadow gap
Standard colours - [ . [] ‘ []
standard 4D
Due to variations in natural raw materials, colour match cannot be guaranteed.
Samples can be supplied on request for colour matching.

Custom colours ‘ ‘ @ ]
Colours such as red, yellow, or brown and grey shades are available. A project-specific
colour determination is required for this. Please contact us for details.

. ] L1 L]
Special shapes SR P DY mm
D2 i, mm
hay a
o 5 N [ N mm
L2 i mm

conical type

stepped type

Enter dimensions required

Notes

www.maxfrank.com
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