Resistance table/ Bestéandigkeitstabelle

Intectin® EP
Intectin® EP

Intectin ® EP is a solvent-free, unloaded, transparent two-component epoxy
resin resistant to chemicals.

Intectin ® EP ist ein losungsmittelfreies, ungeflilltes, transparentes,

chemikalienbesténdiges 2-Komponenten-Epoxid-Harz.
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col. 1: reference group col. 2: test medium Resistance
Sp. 1: Referenzgruppe = Sp. 2: Prifmedium Bestandigkeit
fuels and other petro! N
hydrocarbons Benzin
Kraftstoffe und andere chlorinated hydrocarbons +
Kohlenwasserstoffe Chlorkohlenwasserstoffe
hexane i
Hexan
kerosene (I.P. fuel jet Al) )
Kerosin (Diisentreibstoff Jet Al)
mineral oll +
Mineral6l
solvents acetone _
Lésemittel Aceton
toluol +
Toluol
alcoholes alkohols i
Alkohole Alkohole
acids diluted acids and saustic solutions +
Sauren Sauren und Laugen verdiinnt
household products/ -
chemicals fats +
Haushaltsprodukte/ - Fette
Chemikalien
miscellaneous fermentation liquids +
Sonstiges Garséafte
silage liquids +
Silagesafte
phenylic acid (5 % in water)
Phenol (5 % in Wasser) +
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legend/ Legende

chemical resistance
Chemische Bestandigkeit

+ resistant
bestandig
/s resistant during a short exposure time

bei kurzzeitiger Belastung bestéandig

not resistant, product matrix destroyed
nicht bestandig, Produktmatrix zerstort

Disclaimer / Notes:

Anmerkung:

Max Frank GmbH & Co. KG

All technical data stated in this TDS are based on laboratory tests. Actual measured data
may vary due to circumstances beyond our control.

Recommendations with regard to product application given in the present technical data
sheet for practical assistance of product users are based on our experience and our present
scientific and practical body of knowledge. These recommendations, however, are given
without engagement and do not establish a contractual relationship or subsidiary duties.
These recommendations do not relieve users of their liability and of their own responsibility
to test, whether our product is adequate for the intended purpose of application. Please refer
to the latest edition of this Technical Data Sheet on our web presence www.maxfrank.com

Die Verwendbarkeit der Produkte in der konkreten Einbausituation ist durch den Anwender
zu priifen. Dieses Datenblatt wird standig aktualisiert. Technische Anderungen sind daher,
ohne vorherige Information des Kunden ausdricklich vorbehalten. Die jeweils glltige Version
ist auf unserer Website unter: www.maxfrank.com zu finden. Ergédnzend gelten unsere
Allgemeinen Verkaufsbedingungen.
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